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the rules and regulations of the State Board of Health. In lunch rooms here-
after constructed toilet rooms shall not open diicctly into any room in which
food, drink, or utensils are handled or.stored. The doors of all toilet rooms
shall be self-closing. Toilet rooms shall be kept in a clean condition, in good
repair, and well lighted and ventilated. ljaandwashing signs shall be posted in
each toilet room used by employees. In case privies or earth closets are per-
mitted and used, they shall be separate from the restaurant building, and shall
be of a sanitary type constructed and cperated in conformity with the standards
of the State Board of Health.
Public Health Reason: Human excreta is pottntially dangerous and must be
properly disposed of. The organisms causing typhoid fever, paratyphoid fever,
and dysentery may be present in the body discharges of cases or carriers. Sani-
tary toilet facilities are necessary to p, otect the food and utensils from fecal
contamination carried by flies, other insects, hands, or clothing. When the
toilet facilities arc of a satisfactory type and are kept clean and in good repair,
the opportunities for the spread of contamination by the above means are mini-
mized.
The provision of an intervening room or space between the toilet room an(l
any room in which food, drink, or utensils are handled or stored makes it less
likely that toilet-contaminated flies will enter these rooms. It will also minimize
the spread of odors.
Where pit privies are used, it is essential that these be of a sanitary type in
which the excreta is protected from flies and other agents of transmission, and
that they be not rendered ineffective by improper operation.
Satisfactory Compliance: This item shall be deemed to have heen satisfied if:
1. Adequate toilet facilities conveniently located and complying with the rules
and regulations of the State Board of Healhh are provided for employees.
2. In lunch rooms hereafter constructed there is all intervening room or ves-
tibule between any toilet room and any room in which food or drink is pre-
pared, served, or stored or in which utensils are handled or stored. The inter-
veting room or vestibule shall be equipped with tight-fitting, self-closing doors,
and shall be of such dimensions as to prevent both doors from being opened
simultaneously by the same person.
3. The toilet-room doors are provided with springs or checks to make them
self-closing.
4. The toilet room and fixtures arc kept clkan, sanitary, in good repair, and
free from flies.
5. The toilet room is well lighted, and ventilated to the outside air.
6. Durable, legible signs are posted conspicuously in each toilet room direct-
ing employees to wash their hands before returning to work. Such signs may
be stenciled on the wall to prevent removal.
7. Where privies are used they shall be constructed and operated in accord-
ance with the standards of the State Board of Health.
A booth open at the top or bottom shall not qualify as a toilet room.
Item 7. Water Supply: The water supply shall he easily accessible to all
rooms in which food is prepared or utensils are washed, and shall be adequate,,


